
 
  

 

 
Poly Plug® 

 
Poly Plug® is formulated with a high-molecular weight anionic polymer that 
produces a rigid, robust gel structure ideal for shutoff treatments into fractures, 
vugular and high permeability formations. 
 
Poly Plug® comes in two forms, Poly Plug® LMW and HMW for permeabilities less 
than 1 Darcy and above 1 Darcy respectively. 
 
In addition to the polymer and cross-linking agent, a broad range of the LCM (Ultra 
Seal® Plus) is included to slow seepage of the polymer solution into the formation. 
 
Benefits: 
 

 Total shut-off squeeze treatments that effectively seal off water or gas 

 Effectively seals fractures, vugs, weak zones, flowing, over-pressured zones 

 Single sack product, pre-blended for ease of mixing 

 Can be mixed and placed with standard rig equipment or cement blender 

 Can be pumped through the bit, mud motors and MWD/LWD tools 

 Does not harden sufficiently to stick pipe or side-track, so there is never a drill 
out problem 

 Insensitive to CO2 or H2S 

 Effective temperature range from 60°F to 350°F 
 
 

 

Applications: 
 

 Loss circulation 

 Stabilize formations 

 Casing leaks 

 Perforation abandonment 

 Gravel pack isolation 

 Water & Gas shutoff 

 Zonal abandonment 


