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Safety Data Sheet               ULTRA SPERSE 
 

Date of Issue : 20.09.2023                Replaces : 22.08.2019                        Valid no longer than : 20.12.2027      

 
 

1. Chemical product and company identification  

Supplier : 
Well Engineering & Technology Sdn Bhd 
Unit 6.07, Level 6, Menara Hap Seng 
Jalan P. Ramlee, 50250 Kuala Lumpur. 
 

Trade Name          : ULTRA SPERSE 
 
 

Telephone Number: +603 2022 0803 
Mobile Number: +6019 356 6035 
Contact Person: Phil Navage  
 

Chemical / Technical Nature : 
 
CHEMICAL FAMILY: Proprietary 
CAS No: Various 

 
 

 
Emergency Overview 
Reddish Brown Solid with small white specks 
 
OSHA Hazards  
Moderate eye irritant, carcinogen 
 
GHS Classifications 
Acute Toxicity                      Category 5, Oral 
Aquatic Toxicity, Acute        Category 3 
Aquatic Toxicity, Chronic     Category 3 
Carcinogenicity                    Category 1A 
Eye Irritation                        Category 2B 
Skin Irritation                       Category 3 
 

 
 

2. Composition / information on ingredients 

Component CAS Number Amount WT % 

Crystalline Silica 14808-60-7 0.10 - 1.00 

Ferrous Sulfate 17375-41-6 7.00 - 15.00 

Methyl Ester of Sulfonated 
Tannin 

Proprietary 60.00 - 80.00 

Proprietary Proprietary  
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3. First Aid Measures  

 
Eye                           Immediately flush eye(s) with plenty of water. Remove contact  
                                 lenses. Protect any unharmed eye. Keep eye(s) open while rinsing. If  
                                 eye irritation persists, consult a specialist. 
 
Skin                          Rinse well with water. Remove contaminated clothing and wash prior  
                                 to re-use. If skin irritation persists, call a physician. 
    
Ingestion                  Keep respiratory tract clear. Never give anything by mouth to an  
                                unconscious person. 
                               
Inhalation                Move to fresh air. If symptoms persist, call a physician. 
 
General Advice       Move out of dangerous area. Show this safety data sheet to the  
                                doctor in attendance. Do not leave the victim unattended. 
 
    
                                                                                                   

4. Fire-Fighting Measures 

 
Fire Classification:  
Classification (29 CFR 1910.1200): Not flammable or combustible. This material will  
burn although it is not easily ignited. 
 
NFPA RATINGS:  Health: 0  Flammability: 0   Reactivity: 0 
 
Flammable Properties: 
Flash Point                                 NDA 
 
Auto Ignition                               NDA  
 
Flammability (Explosive)  
Limits (% by Volume in air) 
Lower Explosion Limit                NDA 
 
Upper Explosion Limit                NDA 
 

Extinguishing Media                   Use water fog, foam, dry chemical or carbon dioxide  
                                                   (CO2) to extinguish flames 
 
Protection of Fire Fighters: 
Fire Fighting Instructions            Material will not burn unless preheated. Clear fire area  
                                                   of all non-emergency  
 
 
Protective Equipment                  NIOSH/MSHA approved self-contained breathing  
                                                    personnel. Only enter confined fire space with full gear, 
                                                    including a positive pressure, NIOSH-approved, self- 
                                                    contained breathing apparatus. Cool surrounding  
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                                                    equipment, fire-exposed containers and structures with  
                                                    water. Container areas exposed to direct flame contact  
                                                    should be cooled with large quantities of water (500  
                                                     gallons water per minute flame impingement exposure) 
                                                     to prevent weakening of container structure 
 
Combustion Products                   No data available 

 
 

Flash Point  N/A 

Auto ignition Temperature No Data Available 

Unsuitable Extinguishing Media High Volume Water Jet 

Fire Fighting Hazards Do Not allow run-off from firefighting to enter 
drains or water ways 

Additional Information  Collect contaminated fire extinguishing waters 
separately. This must not be discharged to 
drains. Fire residues and contaminated water 
must be disposed of in accordance with local 
regulations 

Fire and Explosion Avoid dust formation. Provide appropriate  
exhaust ventilation where dust is formed 

Hazardous Decomposition Products Iron oxides. Sulfur oxides 

Fire-Fighting Protective Equipment If needed, wear self-contained breathing  
apparatus 

 
 

5. Accidental Release Measures 

Protective Measures Use personal protective equipment. Avoid dust  
formation and breathing of dust. Ensure adequate 
ventilation 

Environmental Precautions Prevent product from entering drains. Prevent further  
leakage or spillage if safe to do so. If the product  
contaminates rivers and lakes or drains inform  
respective authorities 

Clean Up Methods Keep in suitable closed containers for disposal 

 
 

6. Handling and Storage 

Handling Avoid formation of dust / respirable 
particles. Provide appropriate exhaust 
ventilation where dust is formed. Do not 
breath vapors/dust. Avoid contact with 
eyes and skin. Smoking, eating, and 
drinking should be prohibited in applicable 
areas. Provide sufficient air exchange 
and/or exhaust in work rooms. Dispose of 
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rinse water in accordance with local and 
national regulations. See Section VIII 
EXPOSURE CONTROL/PESONAL 
PROTECTION for additional information. 

Storage Keep containers tightly closed in a dry and 
well-ventilated place. Containers which 
are opened must be resealed and kept 
upright to prevent leakage. Observe label 
precautions. Electrical installations / 
working materials must comply with the 
appropriate safety standards. 

 
 

7. Exposure Controls / Personal Protection  

General Considerations Consider the potential hazards of this material (see 
Section 3), applicable exposure limits, job activities, 
and other substances in the work place when 
designing engineering controls and selecting personal 
protective equipment. If engineering controls or work 
practices are not adequate to prevent exposure to 
harmful levels of this material, the personal protective 
equipment listed below is recommended. The user 
should read and understand all instructions and 
limitations supplied with the equipment. 
When using product do not eat, drink or smoke in the 
work area. Wash hands before breaks and at the end 
of workday. 

Eye/Face Protection Wear eye protection such as safety glasses, chemical 
goggles, or face shields if engineering controls or work 
practices are not adequate to prevent eye contact. 
Have a pure eye wash water source available. 

Skin Protection Selection of protective clothing may include gloves, 
apron, boots, and complete facial protection depending 
on operations conducted. Users should determine 
acceptable performance characteristics of protective 
clothing and choose protection according to the 
amount and concentration of the dangerous 
substances in the work place. Consider physical 
requirements and other substances present when 
selecting protective clothing. 

Respiratory Protection In the case of dust or aerosol formation use respirator 
with an approved filter. Dust safety masks are 
recommended when the dust concentration is more 
than 10 mg/m3. 
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Occupational Exposure Limits: 
 

COMPONENT BASIS VALUE CONTROL 
PARAMETER 

NOTE 

Crystalline 
Silica 

ACGIH TWA 0.025 mg/m3 A2, Respirable Fraction 

OSHA 
Z1A 

TWA 0.1 mg/m3 Respirable fraction 

NIOSH 
REL 

TWA 0.05 mg/m3 Ca, (Respirable dust) 

 
 

A2 Suspected human carcinogen: Human data are accepted as 
adequate in quality but are conflicting or insufficient to classify the 
agent as a confirmed human carcinogen; OR, the agent is 
carcinogenic in experimental animals at doses, by routes of exposure, 
at sites, of histologic types or by mechanisms considered relevant to 
worker exposure. The A2 is used primarily when there is limited 
evidence of carcinogenicity in humans and sufficient evidence of 
carcinogenicity in experimental animals with relevance to humans. 

Ca Potential Occupational Carcinogen 

 
 

8. Physical & Chemical Properties 

Appearance Reddish Brown Powder with small white specks 

Odor Odorless 

Auto ignition No Data Available 

Flash Point N/A 

Explosion Limit, 
Lower 

N/A 

Explosion Limit, 
Upper 

N/A 

Evaporation 
Rate 

N/A 

Oxidizing 
Properties 

None 

Boiling Point N/A 

Molecular 
Formula 

Mixture 

Molecular 
Weight 

N/A 

pH No Data Available 

Pour Point No Data Available 

Boiling Point N/A 
 

Vapor Pressure N/A 
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Solubility (in 
water) 

Partly Soluble 

Vapor 
Density(AIR=1) 

N/A 

Viscosity, 
kinematic 

N/A 

Octanol / Water 
Partition 

No Data Available 

 
       

9.  Stability & Reactivity  

Chemical 
Stability 

This material is considered stable under normal ambient 
and anticipated storage and handling conditions of 
temperature and pressure. Keep in dry place 

Conditions to 
Avoid 

May react with oxygen and strong oxidizing agents, such 
as chlorates, nitrates, peroxides, etc 

Hazardous 
Decomposition 
Products 

None if stored as indicated 
 

 
 

10. Toxicological Information  
Immediate Health Effects: 

Acute Oral Toxicity Estimate: 3,500 mg/kg (Calculation Method) 

Acute Inhalation Toxicity LC50: not known 

Acute Dermal Toxicity LC50: not known 

Skin Irritation May cause skin irritation 

Aspiration toxicity No classification 

Eye Irritation May cause eye irritation 

 
 

11.  Ecological Information 

 LC50 100 ml/l 

  

Toxicity to Fish 

Methyl Ester of 
Sulfomethylated 
tannin 

LC50: 1,800 mg/l 
Exposure time: 96 HR 
Species: Scophthalmus maxiumus 
(Flatfish, Flounder) 

Ferrous Sulfate LL50: > 6.25 ml/l 
Exposure time: 96 HR 
Species: Cyprinodon variegatus 
(sheepshead minnow) 
Method: OECD Test Gudeline 203 

Toxicity to 
Daphnia and 

Methyl Ester of 
Sulfomethylated 

EC50: 73.2 mg/l 
Exposure time: 48 HR 
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other aquatic 
invertebrates 

tannin Species: Acartia tonsa (Marine 
Copepod) 

Ferrous Sulfate LC50: 190 ml/l 
Exposure time: 48 HR 
Species: Acartia tonsa (Marine 
Copepod) 

Toxicity to 
algae 

Methyl Ester of 
Sulfomethylated 
tannin 

EL50: 70 ml/l 
Exposure time: 72 HR 
Species: Desmodesmus 
subspicatus (green algae) 

Ferrous Sulfate EL50: 45 mg/l 
Exposure time: 72 HR 
Species: Skeletonema costatum 
(Marine Algae) 

 
 
Environmental Fate:  

Biodegradability N/A  

Additional 
Information 

An environmental hazard cannot be excluded in the event 
of unprofessional handling or disposal 
Harmful to aquatic life with long lasting effects 

 
 

12.  Disposal Considerations  

The information in this MSDS pertains only to the product as shipped. 
Product should not be allowed to enter drains, watercourses or soil. Do not 
contaminate ponds, waterways or ditches with chemical or used containers. Send to a 
licensed waste management company.  
Discarded packaging/containers should be emptied and disposed of as unused 
product. Do not re-use empty packaging/containers. 
Use material for its intended purpose or recycle if possible. This material, if it must be 
discarded, may meet the criteria of a hazardous waste as defined by US EPA under 
RCRA (40 CFR 261) or other State and local regulations. Measurement of certain 
physical properties and analysis for regulated components may be necessary to make 
a correct determination. If this material is classified as a hazardous waste, federal law 
requires disposal at a licensed hazardous waste disposal facility. 

 
 

13.  Transport Information  

The shipping descriptions shown here are for bulk shipments only, and may not apply 
to shipments in non-bulk packages (see regulatory definition). 
 
Consult the appropriate domestic or international mode-specific and quantity-specific 
Dangerous Goods Regulations for additional shipping description requirements (e.g., 
technical name or names, etc.)Therefore, the information shown here, may not always 
agree with the bill of lading shipping description for the material. Flashpoints for the 
material may vary slightly between the MSDS and the bill of lading. 
 

 


